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SCALE IN FEET

0 200

75.00 AC

TOTAL PROJECT SIZE

41.74 AC

TOTAL DISTURBED AREA FOR THE PROJECT

POST-CONSTRUCTION RUNOFF COEFFICIENT - 0.27

PRE-CONSTRUCTION RUNOFF COEFFICIENT - 0.25

LOCATED WITHIN THE PROJECT LIMITS.

FOR CONSTRUCTION RESTRICTIONS WITHIN ANY ESA 

(ENVIRONMENTAL RESOURCES IMPACT TABLE)

THE CONTRACTOR IS TO REFER TO DRAWING NO. 4-003

NOTE:

DRAINAGE AREA #10

ORANGE BARRIER FENCE
ESA WETLAND BOUNDARY

WETLAND #25

DRAINAGE AREA #11

DRAINAGE AREA #12

DRAINAGE AREA #13

ORANGE BARRIER FENCE

ESA WETLAND BOUNDARY

WETLAND #24

ESA WETLAND BOUNDARY

WETLAND #23

ORANGE BARRIER FENCE

ESA WETLAND BOUNDARY

WETLAND #23

ORANGE BARRIER FENCE

ESA WETLAND BOUNDARY

WETLAND #22

RECEIVING WATERS IS UNNAMED TRIBUTARY TO MILL CREEK

ROADWAY OVERTOPPING ELEV. = 88.90

HW100 = 82.15 HW 50 = 82.04

Q100 = 5.87 CFS Q50 = 4.64 CFS

POST-CONSTRUCTION RUNOFF COEFFICIENT - 0.27

PRE-CONSTRUCTION RUNOFF COEFFICIENT - 0.25

OUTFALL DISTURBANCE 3.17 AC

TOTAL DRAINAGE BASIN = 9.62 ACRES

CONTRIBUTING DRAINAGE BASIN = 5.01 ACRES

31°38’46" SKEW ANGLE

OFFSET 68.00’ LT., 64.00’ RT.

STA 226+63.46

24", 30" & 36" PIPE

RECEIVING WATERS IS UNNAMED TRIBUTARY TO MILL CREEK

ROADWAY OVERTOPPING ELEV. = 88.60

HW100 = 81.64 HW 50 = 81.35

Q100 = 20.85 CFS Q50 = 16.95 CFS

POST-CONSTRUCTION RUNOFF COEFFICIENT - 0.27

PRE-CONSTRUCTION RUNOFF COEFFICIENT - 0.25

OUTFALL DISTURBANCE 3.94 AC

TOTAL DRAINAGE BASIN = 8.62 ACRES

CONTRIBUTING DRAINAGE BASIN = 6.65 ACRES

0° SKEW ANGLE

OFFSET 66.90’ LT., 63.00’ RT.

STA 241+77.22

18", 24" & 42" PIPE

RECEIVING WATERS IS UNNAMED TRIBUTARY TO MILL CREEK

ROADWAY OVERTOPPING ELEV. = 85.00

HW100 = 81.11 HW 50 = 80.90

Q100 = 61.21 CFS Q50 = 58.64 CFS

POST-CONSTRUCTION RUNOFF COEFFICIENT - 0.27

PRE-CONSTRUCTION RUNOFF COEFFICIENT - 0.25

OUTFALL DISTURBANCE 4.43 AC

TOTAL DRAINAGE BASIN = 21.90 ACRES

CONTRIBUTING DRAINAGE BASIN = 10.08 ACRES

0° SKEW ANGLE

OFFSET 68.20’ LT., 63.90’ RT.

STA 264+96.34

30" & 48" PIPE
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ORANGE BARRIER FENCE

ORANGE BARRIER FENCE

ORANGE BARRIER FENCE

ESA -HISTORIC RESOURCE

ESA - HISTORIC RESOURCE

ORANGE BARRIER FENCE

ORANGE BARRIER FENCE

WETLAND 22

WETLAND 21

ESA - SEE ENVIRONMENTAL RESOURCES IMPACT TABLEIN GENERAL NOTES FOR CONSTRUCTION RESTRICTIONS

ESA - SEE ENVIRONMENTAL RESOURCES IMPACT TABLEIN GENERAL NOTES FOR CONSTRUCTION RESTRICTIONS

ESA - SEE ENVIRONMENTAL RESOURCES IMPACT TABLE

IN GENERAL NOTES FOR CONSTRUCTION RESTRICTIONS

ESA - SEE ENVIRONMENTAL RESOURCES IMPACT TABLE

IN GENERAL NOTES FOR CONSTRUCTION RESTRICTIONS

ESA - SEE ENVIRONMENTAL RESOURCES IMPACT TABLEIN GENERAL NOTES FOR CONSTRUCTION RESTRICTIONS

WETLAND 25

WETLAND 24

WETLAND 23
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